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Fuel funnel

 The fuel funnel (5) is located inside the first aid 
kit at the front of the luggage compartment 
luggage.

NOTE: Only use the fuel funnel when 
filling the vehicle with fuel from sources 

other than a fuel pump on a garage forecourt.

Do not use the fuel funnel when topping-up 
coolant, engine oil or any other fluids in the 
vehicle.

Fire extinguisher*
The fire extinguisher is located at the front of 
the luggage compartment.

Release the retaining strap and remove the fire 
extinguisher.

To operate, follow the manufacturer’s 
instructions on the side of the fire extinguisher.

NOTE: The fire extinguisher must be 
checked every year or it may fail in an 

emergency. Once the extinguisher is used it will 
have to be replaced.

5
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BATTERY CARE AND MAINTENANCE

Battery safety
NOTE: Your McLaren is fitted with a 
lithium ion battery. Only a lithium ion 

battery charger can be used on this type of 
battery. Contact a McLaren Dealer for more 
information.

Before using the battery charger, familiarise 
yourself with the following safety information.

WARNING: Have the battery tested at a 
McLaren Dealer, every two years or 

12 000 miles (20 000 km) and replaced if 
necessary. If it is necessary to replace the 
battery, contact a McLaren Dealer.

WARNING: Before use, check that all 
cables are in good condition; do not 

use cables that are damaged.

Ensure that all cables are kept away from 
sharp edges, are not pinched or trapped 
and are not close to hot surfaces or water.

Never charge a damaged battery. The 
battery must only be charged in a well 
ventilated area; the charger must never be 
covered or placed on the battery.

Do not place any metal objects on a battery. 
You could cause a short circuit and the 
battery could ignite.

Keep the charger out of reach of children at 
all times.

Mclaren.book  Page 164  Monday, July 18, 2011  8:57 AM



MAINTAINING YOUR McLAREN
BATTERY CARE AND MAINTENANCE

165

Charging the battery
NOTE: To maintain your lithium ion battery 
in optimum condition, always leave the 

battery charger connected to the battery and 
switched on during periods when your vehicle 
is not in regular use.

NOTE: Do not connect the battery charger 
to the interior accessory socket.

Refer to the instructions supplied with the 
battery charger. The charger connects to the 
accessory socket (arrowed) in the luggage 
compartment.

Boost starting from another vehicle
Using booster cables

WARNING: Ensure that both batteries 
are 12V and that the booster cables 

have insulated clamps and are approved for 
use with 12V batteries.

WARNING: Do not connect positive (+) 
terminals to negative (-) terminals.

WARNING: Take care when working 
near rotating parts of the engine. 

Ensure cables are kept well clear. 

NOTE: Do not use a 24V booster start 
system. These produce excessive voltage 

and can damage the vehicle's electrical 
system.

NOTE: It is not possible to push or tow 
start a vehicle with a discharged battery.

NOTE: If using a donor vehicle, please 
allow it to have the engine running for a 

minimum of two minutes before trying to start 
the disabled vehicle.

MAX

MIN
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Boosting procedure
1. If a donor vehicle is to be used, park it so 

that the battery location is adjacent, but 
ensure the two vehicles do not touch.

2. Apply the parking brake and ensure that the 
transmission of both vehicles is set in 
neutral (or Park for vehicles with automatic 
transmission).

3. Switch off the ignition and all electrical 
equipment in both vehicles.

NOTE: Before connecting booster 
cables ensure that the battery 

connections on the disabled vehicle are 
correct and that all electrical equipment has 
been switched off.

4. Open the luggage compartment and 
remove any items stowed inside.

5. Remove the finisher (1) from around the top 
of the luggage compartment liner.

6. Remove the two stowage nets (2).
7. Remove the carpet (3).

8. Remove the 7 screws (4) securing the side 
and the base luggage compartment liner.

9. Remove the 10 screws (5) securing the top 
edge of the luggage compartment liner.

10. Remove the luggage compartment liner.

MAX

MIN
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11. Connect one end of the positive (+) booster 
cable to the positive (+) terminal on the 
donor vehicle's battery.

12. Connect the other end of the positive (+) 
booster cable to the positive (+) terminal on 
the disabled vehicle's battery (A).

13. Connect one end of negative (-) booster 
cable to the negative (-) terminal on the 
donor vehicle's battery.

14. Connect the other end of the negative (-) 
booster cable to the negative (-) terminal on 
the disabled vehicle's battery (B).

15. Check that the cables are clear of any 
moving components and that all four 
connections are secure.

WARNING: Ensure that each 
connection is securely made and 

that there is no risk of the clips 
accidentally slipping or being pulled 
from the connection points/battery 
terminal - this could cause sparking, 
which could lead to fire or explosion.

16. Start the engine of the donor vehicle and 
allow it to run for two minutes.

17. The electrical system on the disabled 
vehicle should now be ready for the engine 
to be started.

18. Start the engine of the disabled vehicle.

19. Allow both vehicles to idle for two minutes.
20. Switch off the donor vehicle.

NOTE: Do not switch on any electrical 
circuits on the previously disabled 

vehicle until after the booster cables have 
been removed.

NOTE: If battery has gone flat, or has 
been disconnected, it may be 

necessary to reset the windows, see 
Resetting the windows, page 133. If this 
does not resolve the issue, please contact a 
McLaren Dealer immediately.

Disconnecting the cables
WARNING: To avoid serious injury, use 
caution when removing the booster 

cables as the engine on the previously 
disabled vehicle will be running. You will be 
working close to components carrying high 
voltage, or may be hot.

1. Disconnect the booster cables in the 
reverse order to that used for connection.

2. Refit the luggage compartment liner and 
secure with the 17 screws.

3. Fit the stowage nets, the carpet and the top 
finisher.

4. Stow the contents removed from the 
luggage compartment.

MAX

MIN

AB
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FUSES

Fuse replacement
WARNING: Fuses protect the vehicle's 
electrical systems. The failure of any 

fuse will render the system it protects 
inoperative.

Use replacement fuses of the same rating 
and type. Incorrect fuse ratings can 
overload a system and cause a fire or 
malfunction. Blown fuses should be 
replaced and no attempt should be made to 
repair a blown fuse.

NOTE: Before removing a fuse, turn off all 
electrical equipment and switch off the 

ignition.

There are three fuseboxes fitted to your 
McLaren.

Fusebox Location

Main fusebox Behind a panel in the rear 
bulkhead, behind the left-
hand seat

Secondary 
fusebox

Below the dashboard on the 
passenger side

Battery 
fusebox

On top of the battery
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Main fusebox
Main fusebox access

1. To access the main fuse box, pull the 
release strap and tilt the left-hand seat 
backrest forwards.

2. Release the two lower clips securing the 
panel to the bulkhead and remove the panel 

3. Refer to the fuse specification chart to 
determine which fuse protects the non-
functioning electrical system.

NOTE: A label identifying the fuses is 
attached to the inside of the access 

panel.

4. Remove the appropriate fuse and replace it 
with a fuse of the same value as the 
original. If in doubt, check the fuse 
specification chart.

5. Fit the access panel by inserting the two 
upper retaining clips in the bulkhead and 
securing with the two lower clips.

NOTE: If a replacement fuse does not 
solve the electrical problem, or it fails 

immediately, contact a McLaren Dealer.
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Main fuse box fuse specification chart

No. Amps Circuit protected

F1 60 Secondary Air Pump

F2 - -

F3 - -

F4 - -

F5 30 Powertrain Chassis Control 
Unit

F6 30 Powertrain Chassis Control 
Unit 

F7 30 Starter 

F8 30 Heated Rear Window

F9 30 Audio Amplifier

F10 - -

F11 - -

F12 15 Headlamp Wash Pump

F13 5 Powertrain Chassis Control 
Unit

F14 5 Engine ECU

F15 10 Relays

F16 10 OBD2 Diagnostics

F17 3 Door Locking Switch

F18 50 ECU Main Relay Control

F19 - -

F20 30 Seat Driver 

F21 30 Seat Passenger

F22 - -

F23 5 Tilt and Microwave Sensor

F24 - -

F25 10 Driver/Passenger Door Latch

F26 10 ICPC

F27 5 Electronic Park Brake

F28 - -

F29 20 Vacuum Pump

F30 - -

F31 50 Cooling Fan Left-Hand

F32 50 Cooling Fan Right-Hand

No. Amps Circuit protected

F33 30 Electronic Park Brake Motor 
Left-Hand 

F34 30 Electronic Park Brake Motor 
Right-Hand

F35 - -

F36 20 Battery Main Relay

F37 15 Emission Control Systems

F38 15 Fuel Injection and Ignition - 
Left-Hand Bank

F39 15 Fuel Injection and Ignition - 
Right-Hand Bank

F40 10 Engine Ancillaries

R41 - Headlamp Wash Pump

R42 - Vacuum Pump relay

No. Amps Circuit protected
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R43 - Vacuum Pump relay

R44 - -

F45 10 Electrical Thermostats, 
Camshaft Actuators

F46 - -

F47 - -

F48 - -

F49 - -

R50 - Fuel Pump relay 1

No. Amps Circuit protected

R51 - Heated Rear Window and 
Umbilical

R52 - Fuel Pump relay 2

R53 - Powertrain Chassis Control 
Unit

R54 - Powertrain Chassis Control 
Unit

R55 - Starter

R56 - Secondary Air Pump

R57 - Cooling Fan Left-Hand

R58 - ECU Main relay Control

No. Amps Circuit protected
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Secondary fuse box
Secondary fusebox access

1. Access to the secondary fusebox is gained 
by lowering the closing panel below the 
dashboard on the passenger’s side.

2. Remove the two front screws (1).

3. Remove the side fixing clip (2).

NOTE: If you wish to lower the closing 
panel fully, also remove the two clips at the 
rear (3).

4. Lower the closing panel, sufficiently to gain 
access to the fusebox.

NOTE: Do not lower the closing panel 
further than necessary as it could be 

damaged.

5. Remove the appropriate fuse and replace it 
with a fuse of the same value as the 
original. If in doubt, check the fuse 
specification chart.

6. Raise the closing panel into position, fit the 
clip and fit and tighten the two front screws 
screws.
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Secondary fuse box fuse specification chart

No. Amps Circuit protected

F1 25 Driver's door

F2 25 Passenger's door

F3 25 Lights

F4 35 Lights

F5 35 Body

F6 35 Body

F7 35 Alarm

F8 5 Electronic Stability Control 
(ESC)

F9 3 Door sensors

F10 10 Air conditioning

F11 3 Alarm Control Unit

F12 3 Tracker

F13 7.5 Alarm

F14 10 Instrument cluster
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Battery fuse box
Battery fusebox access

1. Open the luggage compartment and 
remove any items stowed inside.

2. Remove the finisher (1) from around the top 
of the luggage compartment liner.

3. Remove the two stowage nets (2).
4. Remove the carpet (3).

5. Remove the 7 screws (4) securing the side 
and the base luggage compartment liner.

6. Remove the 10 screws (5) securing the top 
edge of the luggage compartment liner.

7. Remove the luggage compartment liner.

8. Press the catch on the right-hand side of 
the cover (arrowed) and remove the cover 
from the fusebox.

MAX

MIN
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9. Remove the appropriate fuse and replace it 
with a fuse of the same value as the 
original. If in doubt, check the fuse 
specification chart.

10. Engage the left-hand side of the cover with 
the fusebox, and push the right-hand side 
down to fully engage the clip. 

11. Refit the luggage compartment liner and 
secure with the 17 screws.

12. Fit the stowage nets, the carpet and the top 
finisher.

13. Stow the contents removed from the 
luggage compartment.

Battery fuse box fuse specification chart

20

40

20

20

30

30

30

No. Amps Circuit protected

1 30 Fuel Pump 1 Relay Supply

2 30 Fuel Pump 2 Relay Supply

3 30 Air Conditioning - Motor - 
Control Module

4 20 Fascia Fuse Box - Supply

5 20 Electronic Stability Control 
valves

6 40 Electronic Stability Control 
motor

7 20 Auxiliary Power Socket - 
Luggage Compartment

8 - Spare

9 80 Electro Hydraulic Power 
Assisted Steering

10 200 Main Fuse Box Supply

11 100 Secondary Fuse Box Supply
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LIGHTING

Vehicle lights
Lighting is an important aspect of vehicle 
safety. You must therefore ensure that all lights 
are working at all times.

The following lights on your McLaren use the 
latest Light Emitting Diode technology:

1. Daytime running lights
2. Direction indicators and side repeater lights
3. Reverse light
4. Rear fog light
5. Tail/brake lights

Unlike traditional filament bulbs, these lights 
have a long life and low power consumption 
while providing the same amount of 
illumination.

Headlamps
Your McLaren is fitted with bi-xenon 
headlamps. These provide greater visibility on 
both dipped and main beams, especially during 
adverse weather and driving conditions. In 
addition, the life of a bi-xenon bulb is 
significantly longer than that of a conventional 
headlamp bulb.

WARNING: Xenon bulbs contain 
mercury, operate at very high 

temperatures and with extremely high 
voltage. 

Never attempt to replace a xenon bulb. 
Replacement of these bulbs must be carried 
out by a McLaren Dealer.

NOTE: Do not attempt to change bulbs or 
Light Emitting Diodes yourself, as you 

could damage the vehicle lighting systems. 
Have faulty lights rectified by a McLaren 
Dealer.
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MANUAL UNLOCKING AND OPENING

Unlocking - discharged battery
If you are unable to lock or unlock the vehicle 
because the vehicle battery or key fob battery 
has become discharged, use the mechanical 
key.

Unlocking and opening procedure

1. Press release catch and remove the 
mechanical key from the key fob.

2. The mechanical lock is located behind a 
panel on the upper face of the left-hand side 
air intake.
Using the recess at the rear of the panel, 
release the three clips securing the panel to 
the body and release the panel.

3. Push the panel back towards the mesh 
grille.
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4. Rotate and carefully bend the panel slightly 
to release the front tab.

NOTE: The panel is not tethered to the 
vehicle and can be removed 

completely after the clips have been 
released. Ensure that the panel is stored 
safely and cannot be damaged when the 
mechanical key is used.

5. Insert the mechanical key into the lock and 
turn the key until mechanical resistance is 
preventing full release of the door.

6. Apply pressure to the latch area of the door 
(to counteract pressure of the door seals), 
and turn the key further to release the door

NOTE: If the vehicle battery is 
discharged, the windows will not lower. 

Take care when opening or closing the 
door. Do not force the door open or closed, 
the door seals or window could be 
damaged.

7. Fit the mechanical key back into the key 
fob.

NOTE: Unlocking the vehicle using the 
mechanical key will activate the anti-

theft system and may cause the alarm to 
sound. Once the door is open, place the 
key fob on the section of the cup holder 
housing immediately behind the switch 
panel. within 10 seconds. The vehicle will 
recognise the key fob and stop the alarm 
from sounding.

8. Replace the key fob battery at the earliest 
possible opportunity, see Replacing key fob 
battery, page 182.

9. Replace the cover panel.
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Starting the vehicle

If the key fob battery has become discharged, 
and the engine will not start. 

Place the key fob on the section of the cup 
holder housing immediately behind the switch 
panel. 

In this position the vehicle is able to sense the 
presence of the valid key fob and the vehicle 
can be started and driven.

Replace the key fob battery at the earliest 
possible opportunity, see Replacing key fob 
battery, page 182.
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Door opening from inside - discharged 
battery

To release a door from inside, release the 
manual door release strap retainer and pull the 
strap.

The door latch will then release, allowing the 
door to be partially raised before it 
automatically swings outwards and upwards.

To refit the release strap, feed the strap into its 
holder and snap the retainers into place.

NOTE: Only use this strap when the 
battery has become discharged.

D

R

Mclaren.book  Page 180  Monday, July 18, 2011  8:57 AM



MAINTAINING YOUR McLAREN
MANUAL UNLOCKING AND OPENING

181

Opening luggage compartment - 
discharged battery

NOTE: The luggage compartment will not 
open if the battery is discharged or 

disconnected

Opening procedure
1. Pull the handle (arrowed) in the left-hand 

door aperture.
2. The luggage compartment will unlock and 

open slightly.
3. Release the safety latch and open the 

luggage compartment.
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Replacing key fob battery
Fit a new key fob battery every 12 months. You 
can do this yourself, or entrust it to a McLaren 
Dealer.

When the key fob battery is discharged, you will 
only be able to unlock the vehicle with the 
mechanical key.

You will require a single CR2032 3V battery.

WARNING: The battery contains toxic 
substances. If a battery is swallowed, 

contact a doctor immediately.

ENVIRONMENTAL: Do not dispose of the 
battery with the household waste. 

Batteries contain toxic substances. 

Take the discharged battery to a McLaren 
Dealer or to a recycling point for used batteries.

1. Press the release catch and remove the 
mechanical key from the key fob.

2. Slide the button pad away from the key fob.
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3. Remove the back cover from the key fob 
and remove the battery holder.

4. Remove the discharged battery from the 
battery holder and install a new battery 
ensuring that the polarity is correct.

NOTE: Do not touch the new battery. 
Moisture and oil from fingers can 

affect battery life and cause corrosion of the 
contacts.

5. Fit the battery holder back into the key fob 
and replace the back cover.

6. Refit the button pad and the mechanical 
key.

Mclaren.book  Page 183  Monday, July 18, 2011  8:57 AM



MAINTAINING YOUR McLAREN
WASHERS AND WIPERS

184

WASHERS AND WIPERS

Replacing the wiper blade
WARNING: Ensure the ignition is 
switched off before you replace the 

wiper blade. The windscreen wiper could be 
set in motion and injure you.

WARNING: Replace the wiper blade 
every twelve months or the windscreen 

will not be wiped properly. You may not be 
able to observe the road and traffic 
conditions as a result and could cause an 
accident.

To remove the wiper blade

1. Ensure the ignition is switched off and raise 
the wiper arm away from the windscreen.

NOTE: Do not raise the end of the 
wiper arm more than 300mm (12 

inches), dimension A from the windscreen 
as the washer jet components may be 
damaged.

NOTE: Never open the luggage 
compartment lid when the wiper arm is 

positioned away from the windscreen. You 
could damage the luggage compartment 
cover and/or the wiper arm. Do not lower 
the wiper arm onto the windscreen without 
the wiper blade fitted.

2. Depress the clip and slide the wiper blade 
out from the arm.

To install a new wiper blade
1. Slide the wiper blade onto the wiper arm 

and ensure that the clip engages in the arm.
2. Lower the wiper arm onto the windscreen.

A
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WHEELS AND TYRES

Wheels and tyres
WARNING: Have worn tyres replaced in 
axle pairs and ensure the tyres are 

fitted as specified, see Tyres, page 187. With 
worn tyres, the driving stability of the 
vehicle will be adversely affected, especially 
when driving at high speeds.

 With new tyres, avoid high speed 
cornering and excess speed.

 Only have wheels and tyres of the same 
type and make fitted.

 Never use a tyre which has been 
punctured and then repaired.

 Only have tyres of the correct size fitted.
 Tyres degrade over time due to the 

effects of ultraviolet light, extreme 
temperatures, high loads, and 
environmental conditions. It is 
recommended that tyres are replaced 
every six years, or sooner if required.

McLaren recommends that you only use Pirelli 
summer or winter tyres, See Wheel and tyre 
sizes, page 208. 

These tyres best provide the best possible 
performance in conjunction with the safety 
systems on your vehicle and have been 
specifically approved by McLaren.

McLaren cannot accept any responsibility for 
damage that may result from use of other tyres 
and wheels. Further information about wheels 
and tyres can be obtained from a McLaren 
Dealer.

NOTE: Using tyres other than those which 
have been recommended by McLaren, 

may adversely affect the handling, noise levels 
and fuel consumption. In addition, when driving 
with a load or when using snow chains, they 
could cause the tyres to contact the bodywork 
and axle components. This could result in 
damage to the tyres or the vehicle.

NOTE: Retreaded tyres must not be used. 
Do not fit used tyres if you have no 

information about their previous usage.

NOTE: Modification to the brake system 
and wheels is not permitted, nor is the use 

of spacer plates or brake dust shields. Any 
such modifications will invalidate the vehicle 
warranty.

NOTE: A wheel change must be carried 
out at a McLaren Dealer. The vehicle 

could be damaged if it is jacked up incorrectly

NOTE: Store tyres in a cool, dry place, 
preferably in the dark. Protect the tyres 

from oil, grease and petrol.
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Tyre markings

1. Width of tyre in millimetres
2. Tyre profile given as percentage of tyre 

width.
3. Indicates that the tyre is radial ply.
4. Indicates the diameter of the wheel rim in 

inches.

5. The numbers denote load index and the 
letter indicates the speed rating. 91 
indicates a weight of 1350 lbs (615 kg) and 
Y indicates speeds over 186 mph (300 
kph).

6. Displays the maximum load which can be 
carried by the tyre

7. Wear rate indicator. The higher the figure 
the longer a tyre will last.

8. The alpha character denotes resistance to 
heat. An 'A' rated tyre offers most heat 
resistance.

9. Information about the manufacture of the 
tyre. Contains place and date of 
manufacture.
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Tyres
WARNING: The tyres must be mounted 
according to the labelling on the tyre 

wall. The word 'OUTSIDE' must be on the 
outer edge of the tyre when it is fitted to the 
wheel or the stability of the vehicle will be 
adversely affected, especially at high 
speeds.

Asymmetric tyres

Asymmetric tyres have a tread pattern that is 
different from one side of the tread to the other. 
This combination of tread offers better grip in 
both wet and dry conditions. 

The outer tread features a larger stiffer tread 
pattern that aids with cornering stability. The 
inner tread pattern aids stability in wet 
conditions. A central groove in the tyre aids 
straight line stability. 

WARNING: The tyres must be mounted 
according to the labelling on the tyre 

wall. The benefits of asymmetric tyres will 
only be available if the tyres are fitted 
correctly.

Inspecting wheels and tyres
At least every 14 days, check the tyres for cuts, 
punctures, tears, bumps, deformation and 
cracks. Check wheels for severe corrosion. 
Damaged wheels could cause a loss of tyre 
pressure.

Regularly check the tyre tread depth and the 
condition of the tread across the whole width of 
the tyre. Turn the front wheels to full lock in 
order to inspect the inner tread.
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When the tread is worn to 1.6 mm, the wear 
indicators appear on the surface of the tread 
pattern, producing a continuous band of rubber 
across the width of the tyre. Tyres must be 
replaced as soon as the wear indicator 
becomes visible, or sooner if legislation 
dictates replacement at a greater tread depth.

NOTE: It is recommended that you always 
have your tyres replaced by a McLaren 

Dealer. If TPMS is fitted, each wheel has a tyre 
pressure sensor connected to the tyre valve. In 
order to avoid damage to the sensor, the tyres 
must be replaced using the correct procedure. 

WARNING: Tyre grip decreases rapidly 
on wet or icy roads, particularly when 

the tread depth is close to the minimum. 
You could lose control of the vehicle and 
cause an accident due to the reduced grip 
of the tyres. Reduce your speed and drive 
with greater care.

NOTE: If tread wear is uneven across the 
tyre, or becomes excessive, the wheel 

alignment should be checked.

Regularly check the pressure of all your tyres 
and correct the pressure as necessary, see 
Tyre pressures, page 189.

All wheels must have a valve cap fitted to 
protect the valve against dirt and moisture.

Driving precautions
When parking your McLaren, ensure that the 
tyres do not contact the kerb or other obstacles. 
If it is necessary to drive over kerbs, speed 
humps or potholes, drive slowly and at a 
shallow angle or the tyres could be damaged.

While driving, pay attention to vibrations, 
noises and unusual handling characteristics, 
e.g. pulling to one side. This may indicate that 
the tyres or wheels are damaged. If you 
experience anything unusual, reduce your 
speed and stop the vehicle as soon as safety 
permits to check the tyres and wheels for 
damage. If you find no signs of damage, have 
the tyres and wheels inspected at a McLaren 
Dealer.
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Tyre pressures
WARNING: Tyre pressure that is too 
high or too low has a negative effect on 

the vehicle's active safety, this could lead to 
an accident. Frequently check the pressure 
of all tyres, particularly prior to long trips, 
and correct the pressure as necessary.

WARNING: If the pressure in a tyre 
drops repeatedly, inspect the tyre for 

foreign objects or signs of punctures, check 
the valve for air leaks.

For the tyre pressures for various operating 
conditions, see Tyre pressures, page 209. They 
are also printed on a label attached to the fuel 
filler flap.

If the vehicle is to be driven at high speeds, the 
tyre pressure must be checked, and if 
necessary adjusted.

NOTE: In some markets, the tyre pressure 
label is attached to the driver's sill panel. 

NOTE: Tyre pressures given for low loads 
are minimum values which offer optimum 

ride comfort.

Increased pressures for higher loads will not 
adversely affect the running of the vehicle, but 
ride comfort will be impaired.

Check the pressures when the tyres are cold. If 
it is necessary to check the tyres when they are 
warm, pressures will be higher. Do not let air 
out of warm tyres to match the recommended 
cold tyre pressures.
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Driving with tyre pressure that is too high or too 
low can:

 create a risk of tyre failure with resultant 
accidents, causing injury or death;

 shorten the life of the tyres;
 cause increased tyre damage;
 have a negative effect on handling 

characteristics (e.g. by causing 
aquaplaning).

ENVIRONMENTAL: Check tyre pressures 
at least every 14 days.

Interchanging wheels
NOTE: Only approved wheels with winter 
tyres can be fitted to your McLaren as 

alternatives

Flat tyre
Your McLaren is equipped with a can of tyre 
sealant, which is located in the luggage 
compartment.

In the event of a puncture, follow the steps 
below to ensure your safety and the safety of 
other vehicle occupants and other road users.

Repairing a puncture
1. Stop the vehicle as far away as possible 

from traffic and on a firm and level surface.
2. If on a public highway, switch on the hazard 

warning lamps, see Hazard warning lamps, 
page 44.

3. Passengers should exit the vehicle safely 
and remain well away from the vehicle, the 
road and any traffic.

4. Apply the parking brake and select neutral.
5. Place the warning triangle at an appropriate 

distance from the vehicle to warn other 
traffic of a breakdown, see Warning 
triangle*, page 161.
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Using the tyre sealant

You can use the tyre sealant to seal small 
punctures, particularly those in the tyre's tread. 
The tyre sealant can be used at ambient 
temperatures down to -20°C (-4°F).

WARNING: The tyre sealant is unable 
to seal punctures if: 

 there are cuts or punctures in the tyre 
greater than 4 mm;

 the rims are damaged;
 you have driven at very low tyre 

pressures or with flat tyres.

Contact a McLaren Dealer immediately.

Remove the tyre sealant from the luggage 
compartment and follow the instructions on the 
container.

NOTE: If possible, locate the cause of the 
puncture and position the wheel so the 

puncture is at the lowest point to enable the 
sealant to be more effective.

Have the punctured tyre replaced as soon as 
possible.

WARNING: Have punctured tyres 
replaced. McLaren do not recommend 

that punctured tyres are repaired.

WARNING: If the tyre sealant comes 
into contact with your eyes or skin, 

immediately rinse thoroughly with clean 
water, change out of clothing which has 
been in contact with the tyre sealant. If an 
allergic reaction occurs, contact a doctor 
immediately.

WARNING: Keep the tyre sealant out of 
reach of children. If tyre sealant is 

swallowed, immediately rinse the mouth 
thoroughly and drink a large amount of 
water. Do not induce vomiting. Contact a 
doctor immediately. Do not inhale tyre 
sealant fumes.

NOTE: After using tyre sealant, the tyre 
valve, incorporating the tyre pressure 

monitoring system sensor*, will have to be 
replaced.
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VEHICLE CARE

Washing your McLaren

ENVIRONMENTAL: Some cleaning 
products contain chemicals that are 

hazardous to the environment. Always take 
precautions to prevent fluids from spilling and 
never use excessive quantities.

Using an automatic car wash

NOTE: To prevent damage to your 
McLaren always heed the following:

 switch off the windscreen wipers;
 lock the vehicle before it enters the wash, to 

prevent inadvertent opening of a door;
 on conveyor type car washes, switch on the 

ignition, engage neutral and release the 
parking brake.

NOTE: If using a car wash where your car 
will remain stationary during the wash 

cycle and you intend to exit the vehicle prior to 
washing, lock it using the key fob and stand 
well clear of the vehicle and the car wash, to 
ensure that the key fob is at least 3 metres (9.8 
feet) or greater distance away from the vehicle 
and car wash.

D

R

P
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Hand washing your McLaren
Prior to hand washing, lock the vehicle and 
place the key out of range (at least 3 metres 
(9.8 feet) or greater distance) to ensure that the 
doors do not open.

NOTE: Do not wash the vehicle in direct 
sunlight or if it is hot to the touch, this may 

cause water marks and streaks.

Do not use household detergents, these 
products will discolour painted surfaces and 
remove protective wax finishes.

1. Pre-rinse the body thoroughly with a hose 
pipe held at a shallow angle to loosen any 
dirt and wet the paintwork ready for 
washing. 

2. Prepare a bucket of warm water and a good 
quality car shampoo. Refer to the shampoo 
manufacturer's instructions for dilution 
ratios.

3. Working from the top of the vehicle down, 
wash the vehicle, ideally using a lambswool 
wash mitt rather than a sponge, use 
generous quantities of water paying 
particular attention to door shuts and other 
areas where dirt can accumulate. Use one 
wash mitt for the top of the vehicle (roof, 
bonnet and areas above the wheel arch 
line) and a separate mitt for areas below the 
wheel arch line.

NOTE: Do not clean the wheels with 
these wash mitts.

NOTE: Do not allow the shampoo to 
dry, it will leave streaks on the paint 

work.
4. Tar spots and stubborn grease marks can 

be removed using white spirit or denatured 
alcohol. After cleaning, immediately wash 
the area with soapy water to remove all 
traces of spirit or alcohol.

5. Once the vehicle is clean, work from the top 
of the vehicle down and rinse the vehicle 
thoroughly using a hose pipe held at a 
shallow angle.

6. Dry the vehicle using a chamois leather or 
drying towel.
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Washing the wheels
NOTE: Wash the wheels frequently, do 
not allow brake dust to become ingrained 

in the wheel rim finish.

Wash the wheels using warm water, a good 
quality car shampoo and a wheel brush or 
wash mitt that is used only on the wheels. 
Apply polish to non-satin finished wheels to 
assist in keeping them clean.

NOTE: Never apply polish to satin finish 
wheels, this will result in localised glossy 

patches on the surface of the wheel.

NOTE: Do not use acid based wheel 
cleaners as these can damage the wheel 

rim finish leading to corrosion.

Wiper blades and rubber seals
Clean wiper blades and rubber seals using 
warm water and a good quality car shampoo 
only. Do not use petroleum or alcohol-based 
cleaners.

Windscreen, windows and mirrors
Regularly clean all windows inside and out 
using a window cleaning solution. An 
automotive glass cleaner is recommended. 
After washing the vehicle with car shampoo 
containing wax, clean the outside of the 
windscreen with glass cleaner. Do not use 
abrasive cleaning compounds as mirror glass is 
particularly susceptible to damage.

Underbody cleaning
Salt used on roads to control snow and ice 
during the winter can collect on the vehicle's 
underbody, if this is not removed, corrosion can 
occur. During the winter months, regularly hose 
the underbody with water paying particular 
attention to the wheel arches and areas where 
dirt can accumulate.

Polishing
Occasionally polish the paint work using a good 
quality polish, following up with a protective 
wax.

NOTE: Do not use cutting compound, 
colour restoration products or polishes 

containing a harsh abrasive. These can scratch 
the surface and permanently damage the paint 
work.

Paint damage and rectification
Regularly inspect the paint work for damage. 
Any stone chips or deep scratches should be 
repaired as soon as possible. Contact a 
McLaren Dealer for advice.
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Cleaning the interior
NOTE: A McLaren Dealer will be able to 
recommend products for cleaning the 

interior of your vehicle.

Carpet and fabrics
Before cleaning upholstery, always test the 
cleaning solution on a concealed area. Clean 
with diluted upholstery cleaner and a clean 
cloth.

Leather
Before cleaning leather, always test the 
cleaning solution on a concealed area. Clean 
with warm water and a non-detergent soap or a 
proprietary leather cleaner. Dry with a dry, 
clean, lint-free cloth. Do not use abrasive 
cleaning products or polish.

Do not polish the upper surfaces of the 
dashboard. Polished surfaces are reflective 
and may interfere with the driver's view. Clean 
with diluted upholstery cleaner, then wipe with 
a damp cloth.

Seat belts
Extend the belts and clean with warm soapy 
water only. Do not use any type of detergent or 
chemical cleaning product. Allow the belts to 
dry naturally while extended, preferably away 
from direct sunlight.

Instruments and display screens
Clean the instrument cluster using a damp 
cloth. Do not use abrasive cleaning products or 
polish.
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RAISING THE VEHICLE

Vehicle lifting points

Refer to the illustration, and labels on the 
vehicle, for correct lifting locations.

Make this information available to any third 
parties who may be assisting in the recovery of 
your McLaren.

NOTE: Lifting the vehicle at any other 
points will damage the vehicle.

NOTE: Use a jack with a flat lifting 
platform and a rubber pad to protect the 

chassis from surface damage. Do not lift under 
a body panel.
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McLAREN ASSISTANCE

McLaren Assistance
If your McLaren is immobilised, do not attempt 
to make your own arrangements for assistance.

Refer to your Service and Warranty 
documentation, this contains all the information 
you need.

Replacement battery
If your McLaren has been immobilised due to a 
fault with the vehicle battery, it is possible for 
your McLaren Dealer or the Assistance 
provider to fit a lead acid battery as an 
emergency short term solution.

NOTE: If a lead acid battery is fitted, it 
must be replaced with the correct 

specification lithium ion battery at the earliest 
opportunity.

You will also notice error messages appearing 
in the left-hand display.

In the event of a breakdown
In the event of a problem with your vehicle, 
contact a McLaren Dealer. If a McLaren Dealer 
is unavailable, contact the Roadside 
Assistance Operator who is available 24 hours 
a day, 7 days a week.

NOTE: The contact details of your 
Roadside Assistance Operator can be 

found in your Service and Warranty booklet.

The McLaren Dealer or Roadside Assistance 
Operator will verify your identity and that of 
your vehicle, as well as determining your exact 
location.

They will then discuss the problem with you 
and, with your agreement, determine the best 
solution.
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Towing for recovery
Your McLaren is equipped with a front towing 
eye mounting only.

NOTE: Do not tow the vehicle, doing so 
could damage the gearbox. The towing 

eye must only be used to winch the vehicle 
onto a trailer or transporter for recovery 
purposes.

Do not use a rigid bar to tow the vehicle.

Towing eye and mounting
The towing eye is located at the front of the 
luggage compartment.

1. Remove the cover from the towing eye 
mounting in the front bumper. 

2. Screw the towing eye clockwise into the 
mounting hole, ensuring that it is screwed in 
to the full extent of the thread.

NOTE: To avoid damage to the towing 
eye and the vehicle, it is important to 

ensure that the towing eye is in full contact 
with the mating surface of the front 
structure.

NOTE: A winch cable/strap must be 
secured to the towing eye only or the 

vehicle could be damaged.
3. Remove the towing eye, stow it in the 

luggage compartment and refit the cover to 
the towing eye mounting as soon as the 
vehicle has been recovered.
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DRIVING ABROAD

Driving abroad
McLaren Dealers are also at your disposal 
when you are travelling abroad. 

The legal requirements when driving abroad 
vary from country to country and are constantly 
changing. Always seek advice from a McLaren 
Dealer regarding what is required to remain 
legal in the countries in which you are 
travelling.

In certain countries, only low-octane fuel is 
available. For further information about fuel 
grades, see Recommended fuel, page 98.
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VEHICLE DATA AND GLOSSARYGENUINE McLAREN PARTS AND ACCESSORIES

Overview
McLaren recommends that you only use 
genuine McLaren replacement parts and 
accessories. The use of non-genuine parts 
could have a detrimental effect on the vehicle's 
operation and safety. McLaren tests 
replacement parts and accessories, for 
reliability, safety and suitability. McLaren 
accepts no responsibility for the use of non-
genuine parts on their vehicles, even if they 
have been independently approved.

In many countries, replacement parts and 
accessories are only officially approved for 
installation if they comply with legal 
requirements. All genuine McLaren 
replacement parts and accessories meet these 
requirements.

Genuine McLaren parts and accessories can 
be obtained from a McLaren Dealer where the 
parts will be professionally fitted.

Ensure that any accessories are suitable for 
your McLaren. Accessories which constitute a 
modification to the vehicle could invalidate the 
vehicle's warranty. This applies if they:

 change the vehicle type approved in the 
warranty;

 could endanger road users;
 adversely affect the vehicle's emissions and 

noise levels.

Always quote the vehicle identification number, 
you will find this on the vehicle identification 
plate, and in the bottom left-hand corner of the 
windscreen.
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VEHICLE IDENTIFICATION

Vehicle identification number

The vehicle identification number can be found 
on the bottom left-hand corner of the 
windscreen.

The number can also be found engraved on the 
body behind the right-hand seat, stamped on a 
plate at the base of the driver's side B-post and 
viewed in the Vehicle Info section in the left-
hand display, see Vehicle identification, 
page 119.

VIN plate

The vehicle identification number plate also 
contains the following: 

 maximum permitted laden weight;
 maximum permitted laden weight including 

trailer;
 maximum permitted front axle laden weight;
 maximum permitted rear axle laden weight.

McLaren Automotive Ltd
e*11*1234

XXXXXXXXXXXXXX
kg

MY:

TYP:
PZ:

Made in .....

kg

kg

kg

1-

2-
1,0%
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DATA

Overview
This section contains all the necessary 
technical data for your vehicle and applies to 
the vehicle's standard equipment. The data 
may therefore differ for vehicles with optional 
equipment. You can obtain further information 
from a McLaren Dealer.

Vehicle operating temperatures

NOTE: If the vehicle is used outside the 
minimum and maximum ambient 

temperatures, performance degradation may 
be experienced.

Engine

Minimum ambient 
operating temperature

-20°C (-4°F)

Maximum ambient 
operating temperature

+50°C (122°F)

Rated output in kW 441 @ 7 000 rpm

Rated output in PS 600 @ 7 000 rpm

Rated torque in Nm 600 @ 3 000 rpm

Rated torque in lb-ft 443 @ 3 000 rpm

Number of cylinders 8

Displacement 3 798 cm3

Maximum engine speed 8 500 rpm

Power to weight ratio 461 PS/tonne
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Fuel consumption

NOTE: Fuel consumption is calculated in 
accordance with EU Directive RL 

80/1268/EEC

NOTE: Combined fuel consumption is 
calculated using a weighting of 

approximately 37% for urban driving and 
approximately 63% for extra-urban driving.

The vehicle uses more fuel in the following 
situations: 

 at very low temperatures;
 in urban traffic on short trips;
 in mountainous terrain.

McLaren is constantly updating its vehicles 
using the latest technology. Depending on 
when the fuel consumption tests were carried 
out, it may be that the current consumption 
values are different than those listed.

Carbon Dioxide (CO2) emissions

ENVIRONMENTAL: Carbon Dioxide 
(CO2) is the gas which is considered to be 

chiefly responsible for warming the earth's 
atmosphere. CO2 emissions and fuel 
consumption depend on:

 the efficient use of fuel by the engine;
 the style of driving;
 other non-technical factors such as 

environmental influences or road 
conditions.

You can minimise CO2 emissions by driving 
conservatively and having your McLaren 
serviced regularly.

Speeds in each gear

Urban 15.3 mpg (18.5 l/100 km)

Extra urban 36.3 mpg (7.8 l/100 km)

Combined 24.2 mpg (11.7 l/100 km)

Urban 438 g/km

Extra urban 187 g/km

Combined 279 g/km

1st gear 50 mph (80 kph)

2nd gear 77 mph (124 kph)

3rd gear 106 mph (170 kph)

4th gear 137 mph (220 kph)

5th gear 175 mph (282 kph)

6th gear 205 mph (330 kph)

7th gear 186 mph (300 kph)

Acceleration 
from 0 to 
100 kph

3.3 seconds (3.1 seconds 
with Corsa tyres)

Acceleration 
from 0 to 
60 mph

3.2 seconds (3.0 seconds 
with Corsa tyres)
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Gear ratios Vehicle dimensions

1st gear 3.9812:1

2nd gear 2.6134:1

3rd gear 1.9045:1

4th gear 1.4789:1

5th gear 1.1613:1

6th gear 0.9059:1

7th gear 0.6860:1

Final drive 3.3077:1

A Vehicle length 4509 mm (14 ft 10 in)

B Wheelbase 2670 mm (8 ft 9 in)

C Rear overhang 783 mm (2 ft 8 in)

D Front overhang 1056 mm (3 ft 6 in)

E Ground 
clearance

120 mm (5 in)

B

E

A

D C

F  Vehicle width 
(doors closed 
including 
mirrors)

2093 mm (6 ft 11 in)

G Vehicle height 
(doors closed) 

1199 mm (4 ft)

G

F
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NOTE: All dimensions are approximate.

Turning circle

Vehicle weights

J Vehicle width 
(doors open at 
widest point)

3120 mm (10 ft 3 in)

K Vehicle height 
(doors open) 

1892 mm (6 ft 3 in)

J

K

Turning circle kerb-to-
kerb

12.3 metres (41 ft)

Dry weight 1336 kg 
(2945 lbs)

Dry weight (with lightweight 
options)

1301 kg 
(2868 lbs)

Unladen weight (all fluids 
and 90% fuel)

1434 kg 
(3161 lbs)

Kerb weight (as above plus 
75 kg driver)

1509 kg 
(3327 lbs)

Kerb weight distribution - 
rear axle

854 kg (1882 
lbs)

Kerb weight distribution - 
front axle

660 kg (1454 
lbs)

Maximum gross vehicle 
weight (GVW)

1690 kg 
(3726 lbs)

Maximum gross vehicle 
weight distribution - front 
axle

794 kg (1750 
lbs)

Maximum gross vehicle 
weight distribution - rear axle

896 kg (1975 
lbs)

Maximum luggage load 50 kg (110 
lbs)
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Wheel and tyre sizes
Wheel sizes

Summer tyres

Winter tyres

Front wheels 8.5J x 19

Rear wheels 11J x 20

Front tyres

- Pirelli PZero MC1 235/35 R19

- Pirelli Corsa MC1 235/35 R19

Rear tyres

- Pirelli PZero MC1 305/30 R20

- Pirelli Corsa MC1 305/30 R20

Front tyres

- Pirelli SottoZero  235/35 R19 

Rear tyres

- Pirelli SottoZero 295/30 R20 
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Tyre pressures

The tyre pressures are given below and can 
also be found on a label on the underside of the 
fuel filler flap.

R19

Bar

2.2

2.3

2.5

>270kph/165mph

Psi

32

34

36

R20

Bar

2.4

2.5

2.7

Psi

35

36

39

R19

Bar

>270kph/165mph

Psi

R20

Bar Psi

Loading condition Front 
wheels

Rear 
wheels

Bar Psi Bar Psi

Normal use 2.0 29 2.2 32

Speeds over 165 
mph (270 kph)

2.6 38 2.8 41
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SERVICE PRODUCTS, FLUIDS AND CAPACITIES

Service products
Service products are fuel, engine oil, coolant 
and brake fluid. McLaren recommends that you 
only use products tested and approved for 
McLaren. Damage resulting from using non-
approved service products is not covered by 
the liability for material defects.

WARNING: When handling, storing and 
disposing of any service products, 

please observe the relevant regulations. 
Failure to do so could endanger people and 
the environment. Do not allow service 
products to come into direct contact with 
your eyes or open wounds. Contact a 
doctor immediately if any service product is 
swallowed.

ENVIRONMENTAL: Dispose of service 
products in an environmentally 

responsible manner.

Engine oil specification

NOTE: McLaren recommends only Mobil 
1 New Life 0W-40 engine oil.

You may obtain further information from a 
McLaren Dealer.

NOTE: Do not use any special lubricant 
additives. These could lead to increased 

wear and damage to the mechanical 
assemblies. Damage caused by additives, 
which are not approved, is not covered by the 
McLaren warranty.

Fuel
WARNING: Fuel is highly flammable. 
Fire, naked flames and smoking are 

therefore prohibited when handling fuels.

Switch off the engine before refuelling.

WARNING: Do not allow fuel to come 
into contact with skin or clothing.

Allowing fuels to come into direct contact 
with your skin or inhaling fuel vapours is 
damaging to your health.

For more information about fuel, see 
Recommended fuel, page 98.

Fuel tank 

Engine oil capacity 8.0 litres

Total capacity 15.8 gal. 
(72 litres) 

Capacity remaining when low 
level lamp illuminates

2.4 UK gal. 
(11 litres)
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Coolant

The coolant is a mixture of water, antifreeze 
and corrosion inhibitor. It performs the following 
functions in the cooling system:

 antifreeze protection;
 increased efficiency of the cooling system;
 offers anti-corrosion protection.

NOTE: Use Mobil Extra Antifreeze in all 
climates, all year round. If coolant is not 

used, the cooling system will not be sufficiently 
protected from corrosion and the cooling 
system efficiency will be reduced.

NOTE: To prevent damage to the engine, 
only top-up with a pre-mixed coolant that 

provides the desired level of antifreeze 
protection.

If antifreeze/corrosion inhibitor is present in the 
correct concentration, the boiling point of the 
coolant will be around 130°C (266°F). The 
antifreeze and corrosion inhibitor concentration 
in the cooling system should be approximately 
50% ±5%. This will protect the cooling system 
against freezing in temperatures of -40°C (-
40°F).

The antifreeze and corrosion inhibitor 
concentration in the cooling system should not 
exceed 55%, which provides antifreeze 
protection down to -45°C (-49°F), as a higher 
concentration will not dissipate heat so 
effectively.

If the vehicle is losing coolant, do not drive your 
vehicle and contact a McLaren Dealer.

Power steering fluid
Only use Pentosin CHF202 power steering 
fluid.

Brake fluid
Only use Pentosin DoT 5.1 Brake fluid.

Over a period of time, the brake fluid absorbs 
moisture from the air, this reduces its boiling 
point.

WARNING: If the boiling point of the 
brake fluid is reduced too much, 

vapour pockets may form in the brake 
system when the brakes are applied hard 
(e.g. when driving downhill or track driving) 
impairing the braking efficiency. Therefore, 
have the brake fluid replaced at the 
recommended service intervals.

Cooling system capacity 20.0 litres

Antifreeze/corrosion inhibitor Mobil Extra 
Antifreeze

Antifreeze quantity for 
protection to -20°C (-4°F)

10.0 litres
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TECHNICAL GLOSSARY

Technical glossary
Active dynamics control

A system that allows the driver to change the 
handling and performance characteristics of 
the vehicle.

Airbrake
The airbrake is a moveable wing that enhances 
the vehicle's driving stability and braking 
performance by increasing rear downforce.

Anti-lock Braking System 
The Anti-lock Braking System prevents the 
wheels from locking when you brake. This 
allows the vehicle to be steered during braking 
manoeuvres.

Automatic Driver Recognition cards 
A card which must be on the person entering 
the vehicle or the Tracker system signals that 
the vehicle is being moved without 
authorisation.

Bi-Xenon headlamps
The Bi-Xenon headlamps provide greater 
visibility for the driver, especially during 
adverse weather and driving conditions. The 
operational life of a Bi-Xenon bulb is 
significantly longer than that of a conventional 
headlamp bulb.

 Brake Assist System 
Brake Assist System operates in emergency 
braking situations. If you depress the brake 
pedal quickly, Brake Assist System 
automatically increases the force being applied 
to the brakes and thus shortens the stopping 
distance.

Brake disc wiping
Brake disc wiping operates when the 
windscreen wiper is switched on. It prevents 
moisture build up on the brake discs during 
periods of heavy rain, by applying the brakes 
momentarily, so that the pads touch the discs.

Brake steer
Brake steer offers the benefits of a torque 
vectoring differential, but is integrated into the 
braking system reducing weight and providing 
excellent speed of response.

If the system detects that the car is starting to 
understeer through a corner, the inside rear 
brake is gently applied. This helps to increase 
the yaw rate of the car, making the car feel 
more resistant to understeer. The lateral ‘g’ 
force is also increased giving better handling 
characteristics.

If the driver uses too much throttle exiting a 
corner, the inside rear wheel increases speed, 
which without brake steer could cause the car 
to become unstable. In this situation, brake 
steer will again gently apply the brake on the 
inside rear wheel, thereby restoring traction 
and stability.
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Electronic brake pre-fill
If the accelerator pedal is suddenly released, 
the electronic brake pre-fill function 
immediately brings the brake pads into contact 
with the discs, making for more rapid braking.

Electronic Stability Control
ESC monitors driving stability and traction 
between the tyres and the road surface.

Global Positioning System
By means of the appropriate receivers, satellite 
signals supply information on the geographical 
position of the vehicle. These signals are 
compared with a digital map and used both to 
determine the position of the vehicle and for its 
route guidance.

Handling control 
The handling control switch affects the 
following vehicle characteristics:

 Roll stiffness
 Adaptive damping
 ESC settings

Hill hold control
Hill hold control prevents roll-back on hill starts. 
The brake system automatically applies the 
brakes until the accelerator is pressed.

Launch control 
Launch control is designed to give the 
maximum acceleration performance from a 
standing start.

Parking sensors*
The parking sensor system comprises four 
ultrasonic sensors in the front bumper, four 
ultrasonic sensors in the rear bumper and two 
sounders. When the parking sensors detect an 
obstructions while manoeuvring, the sounders 
provide an audible warning.

Pre-cog
'Pre-cog' (or 'pre-cognition') means 'fore 
knowledge'. When the appropriate paddle is 
pulled to the first pressure point, this informs 
the gearbox of an impending gear change. The 
gearbox then prepares for that change, and 
when it is required, the change is performed 
instantaneously.

Keyless Entry
Keyless Entry allows the driver to unlock the 
vehicle and disarm the alarm by simply opening 
the door when the key is within 1.5 metres (5 
feet) of the vehicle.
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Seamless Shift Gearbox
The seamless shift gearbox is a 7 speed, dual 
clutch gearbox. Gear changes can be fully 
automatic or driver controlled. The gear 
changes are almost instantaneous. It is this 
coupled with uninterrupted torque delivery from 
the engine which provides the relentless 
acceleration.

Supplementary Restraint System 
System comprises a number of air bags which 
are automatically deployed in an accident to 
provide additional occupant protection.

Tyre Pressure Monitoring System *
Tyre Pressure Monitoring System constantly 
checks the pressure and temperature in all four 
tyres. It warns if the pressure drops or the 
temperature rises in one or more of the tyres.

Vehicle Identification Number
The vehicle identification number is a unique 
17 digit number which provides information 
about your vehicle, as well as when and where 
it was built.

Typical vehicle identification number = 
SBM11AAA5AW000001
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Accelerator pedal position ....................... 67
Accessories ........................................... 202
Active dynamics panel ............................ 71

active button ........................................ 71
handling control ................................... 72
launch control ...................................... 76
powertrain control ................................ 74
winter mode ......................................... 75

Active speed limiter ................................. 89
setting an upper speed limit ................. 89

Air bags ................................................... 32
child passengers .................................. 36
deployment .......................................... 35
front air bags ........................................ 33
occupant classification system ............ 34
side head air bags ............................... 33

Air conditioning ...................................... 134
automatic mode ................................. 135
manual mode ..................................... 136
MONO mode ..................................... 136
switching on/off .................................. 135

Air conditioning controls ........................ 134
air distribution .................................... 139
air vents ............................................. 139
air-recirculation mode ........................ 140
blower speed ..................................... 138
demisting ........................................... 140

driver .................................................. 135
passenger .......................................... 135
temperature ....................................... 137

Air distribution - air conditioning ............ 139
Air vents ................................................ 139
Airbrake ................................................... 83
Alarm ....................................................... 18

arming .................................................. 18
disarming ............................................. 18
panic .................................................... 45

Anti-lock Braking System ........................ 78
Anti-trap protection - windows ............... 133
Asymmetric tyres ................................... 187
Automatic light control ............................. 41
Automatic locking .................................... 14
Automatic mode - transmission ............... 68
Automatic wipe ........................................ 46

B

Battery fusebox ..................................... 174
fuses .................................................. 174

Battery replacement - key fob ............... 182
Battery safety ........................................ 164
Belts - seat .............................................. 29
Blower speed - air conditioning ............. 138
Boost starting ........................................ 165
brake - topping-up ................................. 159
Brake Assist System ............................... 79

Brake disc wiping .....................................79
Brake fluid ..............................................211

topping-up ..........................................159
Brake pedal .............................................59
Brakes

Anti-lock Braking System .....................78
Anti-lock Braking System warning light 79
bedding-in ............................................94
Brake Assist System ............................79
brake disc wiping .................................79
brake steer ...........................................80
electronic brake pre-fill .........................80
foot .......................................................59
hill hold control .....................................79
parking .................................................57
warning light .........................................59

Brake-steer ..............................................80
Breakdown .............................................197
Bulb replacement ...................................176

C

Capacities ..............................................210
cooling system ...................................211
engine oil ............................................210
fuel tank .............................................210

Car cover ...............................................151
Changing wheels ...................................190
Checking engine oil ...............................154
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Child passengers .....................................36
Child restraint systems ............................36
Child restraints

KISI child seat function ........................38
Cleaning the exterior .............................192
Cleaning the instruments and display 
screens ..................................................195
Cleaning the interior ..............................195
Clock ......................................................122
Closing engine cover ...............................15
Closing the luggage compartment ...........17
Closing windows ....................................132
Coolant ..................................................211

topping-up ..........................................157
Cover - engine .........................................15

closing ..................................................15
opening ................................................15

Cruise control ..........................................90
cancelling .............................................92
decreasing speed .................................93
increasing speed ..................................92
resuming speed ...................................93
setting ..................................................91

Cup holder .............................................150

D

Data .......................................................204
Date display ...........................................122

Daytime running lamps ............................43
Defrosting ..............................................140
Demisting ...............................................140
Deployment - air bags ..............................35
Dimensions ............................................206
Dipped beam headlamps .........................42
Direction indicators ..................................44
Discharged battery .....................................9
Discharged key fob battery

starting the engine ..............................179
Display messages ..................................123
Display screen cleaning .........................195
Door mirror heating ..................................40
Doors .........................................................8

automatic locking .................................14
closing from outside .............................13
locking ..................................................11
locking and unlocking from inside ........12
manual opening from inside ...............180
opening from inside ..............................13
opening from inside - discharged battery .
.............................................................180
opening from outside ............................10

Drink holder ...........................................150
Driver air conditioning controls ..............135
Driving abroad .......................................199
Driving away ............................................62
Driving in winter .......................................99
Driving precautions ................................188

Driving safety systems ............................ 78

E

Economical driving .................................. 63
Electric seat

lumbar adjustment ............................... 25
Electric seat and mirror memory ............. 25
Electric seats ........................................... 24

forward or rearward adjustment .......... 24
height adjustment ................................ 25
seat backrest rake adjustment ............ 24

Electrical status ....................................... 50
Electronic brake pre-fill ........................... 80
Electronic Stability Control ...................... 80

deactivating ......................................... 81
reactivating .......................................... 82

Emergency fuel filling funnel ................. 163
Emissions .............................................. 205
Engine ..................................................... 60

emissions .......................................... 205
fuel consumption ............................... 205
loud start .............................................. 61
power output ...................................... 204
running in ............................................. 94
starting ................................................. 60
stopping ............................................... 61
technical data .................................... 204
warning light ........................................ 63
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Engine cover ........................................... 15
closing ................................................. 15
opening ................................................ 15

Engine immobiliser .................................. 18
Engine oil .............................................. 154

capacity ............................................. 210
checking ............................................ 154
specification ....................................... 210
topping-up .......................................... 155
usage ................................................. 154

Engine oil level warnings ....................... 154
Engine oil temperature warnings ........... 156
Entry lighting ......................................... 148
Equipment ............................................. 161

luggage compartment ........................ 161
Exit lighting ............................................ 148
Exterior mirror memory ........................... 25
Exterior mirrors ........................................ 39

heating ................................................. 40
mirror automatic fold ............................ 40
mirror fold ............................................ 40
reverse dip ........................................... 40

Extinguisher .......................................... 163
Eye - towing .......................................... 162

F

Features
12V Socket ........................................ 151
stowage compartment ....................... 149
stowage net ....................................... 148
sun visors ........................................... 148

Filling with fuel ......................................... 96
Fire extinguisher .................................... 163
First-aid kit ............................................. 162
Fluid ....................................................... 159

brake .................................................. 211
power steering ................................... 211
power steering - topping-up ............... 158

Foot brake ............................................... 59
Force limiters - seat belts ........................ 31
Front air bags .......................................... 33
Fuel ......................................................... 96
Fuel consumption .................................. 205
Fuel funnel ............................................. 163
Fuel level display ................................... 130
Fuel quality .............................................. 98
Fuel safety ............................................. 210
Fuel tank ................................................ 210
Funnel - fuel .......................................... 163
Fusebox

main ................................................... 169
Fuses ..................................................... 168

battery fusebox .................................. 174

main fusebox ......................................172
replacement .......................................168

G

Gear position indicator ...........................126
Gear positions .........................................55
Gear ratios .............................................206
Gearbox ...................................................66

gear positions .......................................66
gearshift paddles ..................................69
kickdown ..............................................67
pre-cog .................................................70

Gearbox mode indicator ........................122
Gearbox modes .......................................68
Gearbox oil topping-up ..........................156
Genuine McLaren parts and accessories ....
................................................................ 202
Glossary - technical ...............................212

H

Handling control .......................................72
Hazard warning lamps .............................44
Headlamp flasher ....................................42
Headlamp wash .......................................47
Headlamp washers ................................160
Headlamps ..............................................42
Headlamps - main beam .........................42
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Heated rear screen ................................141
Heated seats ...........................................27
Hill hold control ........................................79
Horn .........................................................28

I

Identification number - vehicle ...............203
Ignition - switching on ..............................51
Immobiliser ..............................................18
In gear speeds .......................................205
Individual settings ....................................12
Inspecting tyres .....................................187
Inspecting wheels ..................................187
Instruments

cleaning ..............................................195
clock ...................................................122
display messages ..............................123
display window ...................................126
fuel level display .................................130
gear position indicator ........................126
gearbox mode indicator .....................122
handling and powertrain display ........127
home screen ......................................106
left-hand display .................................103
oil temperature display .......................128
overview .............................................102
right-hand display ...............................126
settings ...............................................107

speedometer ......................................102
tachometer .........................................102
trip computer ......................................121
vehicle info .........................................117
water temperature display ..................129

Interchanging wheels .............................190
Interior accessory power socket ............151
Interior lighting .......................................147

courtesy lighting .................................147
Interior mirror ...........................................39
Interior motion sensor ..............................20
Introduction ................................................2

J

Jacking the vehicle ................................196
Jump starting .........................................165

K

Key fob battery replacement ..................182
Key fob entry ..............................................9
Key fob stowing .........................................9
Keyless entry .............................................8
Kickdown .................................................67
Kit - first-aid ............................................162
Kit - tyre repair .......................................190

L

Lamps - side ........................................... 42
Launch control ........................................ 76
Left-hand display ................................... 103

clock .................................................. 122
home screen ...................................... 106
messages .......................................... 123
settings .............................................. 107
trip computer ..................................... 121
vehicle info ........................................ 117

Left-hand display overview ..................... 52
Lifting points - vehicle ........................... 196
Light switch ............................................. 41
Lighting

automatic control ................................. 41
courtesy lighting ................................ 147
day time running lamps ....................... 43
dipped beam ........................................ 42
direction indicators .............................. 44
hazard warning .................................... 44
headlamp flash .................................... 42
interior ............................................... 147
main beam ........................................... 42
parking lights ....................................... 45
rear fog lamp ....................................... 43
sidelamps ............................................ 42
switch .................................................. 41

Locking .................................................... 11
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automatic ............................................. 14
mis-lock ............................................... 12

Locking from inside ................................. 12
Luggage compartment ............................ 16

closing ................................................. 17
manual opening ................................. 181
opening - discharged battery ............. 181
unlocking and opening ......................... 16

Luggage compartment equipment ........ 161

M

Main beam .............................................. 42
Main fusebox ......................................... 169

fuses .................................................. 169
Main instruments overview ...................... 52
Manual mode - air conditioning ............. 136
Manual mode - transmission ................... 68
Manual seats ........................................... 22

backrest rake adjustment .................... 22
forward and rearward adjustment ........ 22
height adjustment ................................ 23

Manual unlocking .................................. 177
McLaren Assistance .............................. 197
McLaren parts and accessories ............ 202
Mirror

automatic exterior mirror fold ............... 40
heating ................................................. 40

Mirror memory ......................................... 25

Mirrors ..................................................... 39
exterior ................................................. 39
exterior mirror fold ................................ 40
interior .................................................. 39
reverse dip ........................................... 40

Mis-lock ................................................... 12
Motion sensor - interior ............................ 20

O

Odometer .............................................. 106
Oil

engine ................................................ 210
level ................................................... 154

Oil - gearbox .......................................... 156
Oil level

check ................................................. 154
top-up ................................................. 155

Oil level warnings - engine .................... 154
Oil temperature display ......................... 128
Oil temperature warnings - engine ........ 156
Opening a door

from inside ........................................... 13
from outside ......................................... 10

Opening and closing the vents .............. 139
Opening engine cover ............................. 15
Opening windows .................................. 132
Operating temperatures - vehicle .......... 204
Outside temperature display ................. 106

Overview
left-hand display ...................................52
right-hand display .................................54

Owner documentation ...........................150

P

Panic alarm ..............................................45
Parking brake ..........................................57
Parking lights ...........................................45
Parking sensors .......................................64
Parts ......................................................202
Passenger air conditioning controls .......135
Passengers - child ...................................36
Power output

engine ................................................204
Power steering fluid ...............................211
Power steering fluid - topping-up ...........158
Powertrain control ....................................74
Precautions - driving ..............................188
Pressures - tyre .....................................209
Pressures - tyres ...................................189
Products - service ..................................210
Puncture repair kit .................................190

Q

Quick guide ............................................150
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Rain sensor .............................................46
Ratios - gear ..........................................206
Reading lights ........................................147
Rear fog lamp ..........................................43
Rear screen heating ..............................141
Rear spoiler .............................................83
Recirculation mode - air conditioning ....140
Recommended fuel quality ......................98
Recovery of your vehicle .......................198
Refuelling .................................................96
Replacement battery .............................197
Replacement fuses ................................168
Replacing

bulbs ..................................................176
key fob battery ...................................182
wiper blade .........................................184

Restraint System .....................................32
Restraints - child ......................................36
Restraints - KISI child seat function .........38
Rev counter ...........................................102
Right-hand display .................................126

display window ...................................126
fuel level .............................................130
gear position indicator ........................126
handling and powertrain display ........127
oil temperature ...................................128
water temperature ..............................129

Right-hand display overview ....................54
Running in ................................................94

S

Safety .......................................................29
air bags ................................................32
battery ................................................164
car washes .............................................9
footwells ...............................................38
fuel .....................................................210
mirrors ..................................................39
seat belts ..............................................29
seats .....................................................21

Sealant - tyre .........................................162
Seamless Shift Gearbox ..........................66

gear positions .......................................66
gearshift paddles ..................................69
kickdown ..............................................67
pre-cog .................................................70

Seamless Shift Gearbox mode ................68
Seat belt warning light .............................31
Seat belts

force limiters .........................................31
safety ....................................................29
tensioners .............................................31
wearing .................................................31

Seat safety ...............................................21
Seats ........................................................21

electric seat adjustment ....................... 24
electric seat and mirror memory .......... 25
electric seat backrest rake adjustment 24
electric seat forward or rearward adjust-
ment .................................................... 24
electric seat height adjustment ............ 25
electric seat lumbar adjustment ........... 25
heated seats ........................................ 27
manual adjustment .............................. 22
manual seat backrest rake adjustment 22
manual seat forward and rearward adjust-
ment .................................................... 22
manual seat height adjustment ........... 23

Secondary fusebox ............................... 172
fuses .................................................. 172

Sensor - interior motion ........................... 20
Sensors

parking ................................................. 64
Service and Warranty ........................... 150
Service products ................................... 210
Setting up warning triangle ................... 161
Settings - individual ................................. 12
Side head air bags .................................. 33
Sidelamps ............................................... 42
Snow chains .......................................... 100
Specification - engine oil ....................... 210
Speedometer ........................................ 102
Speeds - in gear .................................... 205
Spoiler ..................................................... 83
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START/STOP button ............................... 51
Starting and driving ................................. 50

foot brake ............................................. 59
gear positions ...................................... 55
gearshift paddles ................................. 56
instruments and warning lights ............ 52
main instruments ................................. 52
parking brake ....................................... 57
starting the engine ............................... 60
switching on the ignition ...................... 51
warning lights ....................................... 53

Starting the engine .................................. 60
loud start .............................................. 61

Starting the vehicle
discharged key fob battery ................ 179

Steering column ...................................... 28
Steering wheel ........................................ 28
Steering wheel - horn .............................. 28
Steering wheel adjustment ...................... 28
Stopping the engine ................................ 61
Stowage compartment/audio interface .. 149
Stowage net .......................................... 148
Stowing the key fob ................................... 9
Summer tyres ........................................ 208
Sun visors ............................................. 148
Supplementary Restraint System ............ 32
Switch - lighting ....................................... 41
Switching air conditioning on/off ............ 135
Switching on the ignition ......................... 51

Symbols ..................................................... 4

T

Tachometer ........................................... 102
Technical data

engine ................................................ 204
Technical glossary ................................. 212
Temperature - air conditioning .............. 137
Temperature display .............................. 106
Tensioners - seat belt .............................. 31
Topping up

headlamp washers ............................. 160
Topping-up ............................................ 154

brake fluid .......................................... 159
coolant ............................................... 157
engine oil ........................................... 155
gearbox oil ......................................... 156
power steering fluid ............................ 158

Tow-away protection ............................... 19
Towing ................................................... 198
Towing eye ............................................ 162
Track driving ............................................ 95
Tracking system .................................... 142
Traction control system ........................... 81
Triangle - warning .................................. 161
Turning circle ......................................... 207
Tyre

asymmetric ........................................ 187

markings ............................................186
pressures ...........................................189

Tyre monitoring system ...........................86
Tyre pressures .......................................209
Tyre repair kit .........................................190
Tyre sealant ...........................................162
Tyres ............................................. 185, 187

inspecting ...........................................187
summer ..............................................208
winter .................................................208

U

Unlocking - discharged battery ..............177
Unlocking and opening the luggage compart-
ment .........................................................16
Unlocking from inside ..............................12
Upper speed limit

setting ..................................................89
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Vehicle dimensions ................................206
Vehicle electrical status ...........................50
Vehicle fuel consumption .......................205
Vehicle identification number .................203
Vehicle lifting points ...............................196
Vehicle operating temperatures .............204
Vehicle speeds ......................................205
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Vehicle starting
discharged key fob battery .................179

Vehicle Tracking ....................................142
Vehicle use ..............................................95
Vehicle washing .....................................192
Vehicle weights ......................................207
Vents .....................................................139
Viewing tyre temperatures .......................88
Volumetric alarm ......................................20

W

Warning
engine oil temperature .......................156

Warning light
Anti-lock Braking System .....................79
brakes ..................................................59
engine ..................................................63
seat belt ...............................................31
Supplementary Restraint System ........35

Warning lights
left-hand side .......................................53
right-hand side .....................................54

Warning triangle ....................................161
Warnings - engine oil level ....................154
Wash - headlamp ....................................47
Washers

headlamp ...........................................160
windscreen .........................................160

Washing the vehicle ...............................192
Water temperature display .....................129
Wearing seat belts ...................................31
Weights ..................................................207
Wheel - steering .......................................28
Wheel sizes ...........................................208
Wheels ...................................................185

inspecting ...........................................187
interchanging ......................................190

Window demisting ..................................140
Windows

anti-trap protection .............................133
opening and closing ...........................132

Windscreen washers .............................160
Windscreen wiper ....................................46

rain sensor ...........................................46
single wipe ...........................................47
wash/wipe ............................................47

Winter driving ...........................................99
Winter mode ............................................75
Winter tyres ............................................208
Wiper blade replacement .......................184
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